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LIMITED PRODUCT WARRANTY

PACKAGE CONTENTS

• Fellowes® Air Purifi er with
 PlasmaTRUE™ Technology
• True HEPA Filter (1 fi lter)

• Carbon Filter (1 fi lter)
• Operator's Manual

TABLE OF CONTENTS

Limited Warranty: Fellowes, Inc. (“Fellowes”) warrants the parts of the machine to be free of defects 
in material and workmanship and provides service and support for 5 years from the date of purchase 
by the original consumer. If any part is found to be defective during the warranty period, your sole and 
exclusive remedy will be repair or replacement, at Fellowes’ option and expense, of the defective part. 
This warranty does not apply in cases of abuse, mishandling, failure to comply with product usage stan-
dards, operation using an improper power supply (other than listed on the label), or unauthorized repair. 
Fellowes reserves the right to charge the consumers for any additional costs incurred by Fellowes to 
provide parts or services outside of the country where the air purifi er is initially sold by an authorized 
reseller. ANY IMPLIED WARRANTY, INCLUDING THAT OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, IS HEREBY LIMITED IN DURATION TO THE APPROPRIATE WARRANTY 
PERIOD SET FORTH ABOVE. In no event shall Fellowes be liable for any consequential or incidental 
damages attributable to this product. This warranty gives you specifi c legal rights. The duration, terms, 
and conditions of this warranty are valid worldwide, except where different limitations, restrictions, 
or conditions may be required by local law. For more details or to obtain service under this warranty, 
please contact us or your dealer.
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The unit leaves smoke 
and odors in the air.

The unit seems to 
produce odors. 

The air quality light is 
green, but there is still 
dust/odor in the air.

The air quality light is 
yellow or red, but the 
air seems clean.

Unit makes a ticking 
sound.

Unit interferes with 
radio or television 
reception. 

The FILTER 
REPLACEMENT 
indicator remains lit 
after replacing the True 
HEPA and/or Carbon 
Filter.

• Make sure the sensor is not blocked or clogged.
• Move the unit closer to the offending odors.
• Replace the fi lters as needed.

• Replace the fi lters as needed.

•  Clear the sensor with a vacuum cleaner, as it may be blocked  
  or clogged.

•  Clear the sensor with a vacuum cleaner, as it may be blocked  
  or clogged.

• This indicates that the PlasmaTrueTM function is working. 

• Because this unit radiates radio frequency energy, we suggest  
  you try one or more of the following:
 - For better reception, adjust the television/radio antenna.
 - Move the unit away from the affected television/radio.
 - Plug the unit power cord into an outlet different from the   
   television/radio power cord. 

•  With the power on, press the FILTER REPLACEMENT button 
and hold for 3-5 seconds or until the unit light turns off.

TROUBLESHOOTING

PROBLEM  POSSIBLE SOLUTION

Before you call
Solutions to Common Problems
Review this list before you call for service. This list covers problems that are not the result 
of defective materials or workmanship.
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SAFETY INSTRUCTIONS

Thank you for purchasing a Fellowes® Air 
Purifi er. Please read this manual carefully 
before using. This product is for indoor use 
only.

IMPORTANT CAUTIONS AND 
INSTRUCTIONS FOR USING
YOUR AIR PURIFIER
WARNING: Follow the instructions in this 
manual to reduce the risk of electric shock, 
short circuit, and/or fi re:
• Do not repair or modify the unit unless 

specifi cally recommended in this manual. 
All repairs should be completed by a 
qualifi ed technician.

• The plug for this unit is polarized with 
one blade wider than the other. Do not 
force the plug into an electrical outlet.

• Do not alter the plug in any way. If the 
plug does not fi t into the outlet, reverse 
the plug. If it still does not fi t, contact 
a qualifi ed technician to install a 
proper outlet.

• Do not use if the power cord or plug is 
damaged or the connection to the wall 
outlet is loose.

• Use AC 120V only.
• Do not damage, break, forcefully bend, 

pull, twist, bundle, coat, pinch, or place 
heavy objects on the power cord.

• Periodically remove dust from the 
power plug. This will reduce the chance 
that humidity will accumulate, which 
increases the risk of electric shock.

• If the power plug is damaged, it must 
be replaced by the manufacturer or a 
qualifi ed technician.

• Remove the power plug from the outlet 
before cleaning the unit. When removing 
the power plug, grasp by holding the plug 

itself, never hold by the cord.
• Remove the power plug from the outlet 

when the unit is not in use.
• Do not handle the power plug with 

wet hands.
• Do not operate the unit when using 

indoor smoke-generating insecticides.
• Do not clean unit with benzene or paint 

thinner. Do not spray insecticides on 
the unit.

• Do not use the unit where it is humid 
or where the unit may get wet, such as 
in a bathroom.

• Do not insert fi ngers or foreign objects 
into the air intake or outlet.

• Do not use the unit near fl ammable 
gases. Do not use near cigarettes, 
incense, or other spark-creating items.

• Unit will not remove carbon monoxide 
emitted from heating appliances or 
other sources.

• Do not block the intake or outlet vents.
• Do not use near hot objects, such as a 

stove. Do not use where the unit may 
come into contact with steam.

• Do not use the unit on its side.
• Keep away from products that generate 

oily residue, such as a deep fryer.
• Do not use detergent to clean the unit.
• Do not operate without a fi lter.
• Do not wash and reuse the True 

HEPA Filter.

4. Place the new fi lters in the main unit.
(HEPA Filter should always be inserted 
fi rst, then the Carbon fi lter.)

5. To reset the fi lter light once a new True 
HEPA and/or Carbon Filter is installed:

 a. Plug the unit back in with the front 
 cover off.

 b. Turn on the unit.
 c. Locate the fi lter replacement button

 on the display panel.
 d. Press and hold the fi lter replacement

 button for 3-5 seconds. A short beep
 will be heard and the light should
 turn off.

 e. Place the front panel on the unit and
 the air purifi er is ready to use.

Air Quality Sensor Cleaning
Lightly vacuum the air quality sensor every 
two months after removing the front panel.
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AP-230PH AP-300PH
Room Area Served 230 sq. ft. 300 sq. ft.
Power Supply AC 120V/60Hz AC 120V/60Hz
Power Rate Low 6W, Turbo 50W Low 6W, Turbo 70W
Fan Speed 4 Speeds 4 Speeds
Display LED Digital LED Digital
Control Type Auto/Manual Auto/Manual
Air Quality Sensor Yes Yes

Filters 1 True HEPA Filter
1 Carbon Filter

1 True HEPA Filter
1 Carbon Filter

Cleaning System
Sanitized™ Carbon Filter
True HEPA Filter
PlasmaTrue™

Sanitized™ Carbon Filter
True HEPA Filter
PlasmaTrue™

CADR 150/161/156
(Smoke/Dust/Pollen)

191/200/201
(Smoke/Dust/Pollen)

Color Metallic Silver and White Metallic Silver and White
Dimensions 13.8”(W) X 9.1”(D) X 18.5”(H) 16.5”(W) X 9.8”(D) X 21.9”(H)
Weight 14 lbs 19 lbs

PRODUCT SPECIFICATIONS

INFORMATION TO THE USER
This equipment has been tested and found to comply with the limits for Class B digital 
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This equipment 
generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular installation. If 
this equiment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one more of the following measures:
– Reorient or relocate the receiving antenna
– Increase the separation between the equipment and receiver.
–  Connect the equipment into an outlet on a circuit different from that to which the receiver 

is connected.
– Consult the dealer or an experienced radio/TV technician for help.
Warning
Any changes or modifi cations not expressly approved by the manufacturer could void the 
user’s authority to operate the equipment.

True HEPA Filter 
Replacement 9370001 9370101

Carbon Filter 
Replacement 9372001 9372101

FILTER SPECIFICATIONS

CLEANING
• Clean unit as necessary by wiping with a 

dry, soft cloth; for stubborn stains, use a 
warm, damp cloth. 

• Do not use volatile fl uids such as 
benzene, paint thinner, or scouring 
powder, as they may damage the 
unit surface.

• Keep the unit dry.
• Clean the wall behind the air outlet 

periodically, as it may become dirty.

Filter Replacement 
The replacement fi lter indicator will signal 
when to replace the True HEPA Filter and/
or Carbon Filter. The replacement period 
will vary depending on the hours of use, air 
quality, and location of the unit. However, 
most True HEPA fi lters in normal use need 
to be replaced annually, and Carbon Filters 
every 3 months.

Do not wash and reuse the True HEPA 
or Carbon Filters—they will not work 
effectively.

Replacement Procedure
1. Remove the front panel by grasping the 

bottom outside edges and gently pulling 
toward you.

2. Pull out the fi lters that need to be 
changed.

3. Remove any packaging wrap from the 
new fi lter(s).

For replacemant fi lters, see page 4.

CARE AND MAINTENANCE

WARNING: Before replacing any 
fi lters, make sure to remove the 
power plug from the wall outlet.
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AIR PURIFIER FEATURES
• Ultra-Quiet Operation
 This Fellowes Air Purifi er has a four-speed
 fan with ultra-quiet operation that is ideal  
 for daytime or nighttime operation. 

• Easy Maintenance
 Fellowes Air Purifi ers are simple and  
 economical to maintain. For optimum  
 performance, replace the True HEPA
 Filter when HEPA Filter life indicator
 has reached the RED level, or every
 12 months. Change the carbon fi lter
 when the Carbon Filter light illuminates
 red or every 3 months. 

• Air Quality Sensors
 This air purifi er is equipped with a
 digital sensor that automatically monitors 
 air quality. As air quality levels change,  
 fan speeds will adjust automatically when
 machine is set-up in “auto” mode.

• Four-Speed Setting
From LOW for quiet, energy-effi cient 
operation to TURBO for the most
effective cleaning.

• Replacement Filter Indicator Lights
Indicate when to replace the True
HEPA Filter and Carbon Filter, 
depending on usage.

FOUR-STAGE PURIFICATION SYSTEM
Removes 99.97% of airborne pollutants.

• Carbon Filter
Removes odors and captures large 
airborne particulates. 

• Sanitized™
Effectively reduces the development
of bacteria, fungi and dust mites on 
carbon fi lter.

• True HEPA Filter
Captures 99.97% of particles and 
impurities as small as 0.03 microns, 
including mold spores, pollen, dust 
mites, most airborne microbes, allergens 
and cigarette smoke.

• PlasmaTRUE™ Technology
In the fi nal stage of purifi cation, 
Fellowes® PlasmaTRUE™ Technology 
safely removes airborne pollutants at 
the molecular level, instantly neutralizing 
viruses and bacteria in the air.

OPERATION 

AUTOMATIC OPERATION
The unit is set to default to automatic 
operation when it is fi rst turned on. The 
air purifi er will automatically sense the 
amount of impurities in the air, and adjust 
the fan speed to keep your air purifi ed.

MANUAL OPERATION
After you turn on the unit, you can switch 
to manual operation by using  “+” and “–” 
buttons on the unit to control fan speed. To 
go back to auto, press “–” several times. 

• LOW, MEDIUM, OR HIGH
These levels are recommended for 
standard daytime use. HIGH will activate 
automatically when sensors detect poor 
air quality.

• TURBO
The TURBO level, the highest fan 
speed, can be activated manually for 
maximum air purifi cation. 

• AIR QUALITY LIGHT INDICATOR
Air Quality light indicator shows levels of 
air quality.

LOW

MEDIUM

HIGH

TURBO

LOW HIGH

AIR
QUALITY

AIR
QUALITY

AIR
QUALITY

MEDIUM
Indoor Air Quality

Green level  indicates air is clean.

Yellow level indicates air quality is poor.

Red level indicates high level of pollutants 
in the air.

Air Outlet

TOP SIDE

FRONT SIDE

PlasmaTrueTM

Display Panel

True HEPA Filter

Sanitized™ Carbon Filter

Front Panel

DC Motor/Fan

Power Plug
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AP-230PH_AP-300PH_ 869011_032211.indd   8-5AP-230PH_AP-300PH_ 869011_032211.indd   8-5 3/22/11   11:46 AM3/22/11   11:46 AM



NOTE: Follow these instructions for 
best results.
• Place unit at least 2 feet from the wall.
• Keep unit away from drafty areas.
• Keep curtains away from unit, as they 

may interfere with air intake/outlet.
• Place unit on a stable surface with plenty 

of air circulation.

1. Remove protective fi lm from the 
control panel.

2. Remove the front panel by grasping the 
bottom outside edges and gently pulling 
toward you. 

3. Pull out the fi lter packages and remove 
sealed plastic wrap.

4. Return the fi lters to the unit, inserting the 
True HEPA fi rst with the arrow pointing 
toward the back of of the unit and then 
insert the carbon fi lter. (See page 10)

5. Replace the front panel by hooking the 
front panel on the top of the unit. Swing 
panel in by pushing gently until the panel 
snaps into place.

6. Plug in the power cord to a wall outlet.

7. Press POWER button until short “beep” 
is heard.

AIR PURIFIER SET-UP

For the fi rst 4 minutes after turning the 
unit on, the indicators will fl ash while the 
unit measures air quality. 

1

2
3

5 6
84

7

DISPLAY PANEL AP-230PH/AP-300PH

1. MANUAL FAN SPEED
ADJUSTMENT - Press the + or – 
buttons to manually adjust fan speed to 
low, medium, high, turbo or auto speed.

2. AIR QUALITY LIGHT INDICATOR - 
Green, yellow, and red lights indicate
the purity of your air.

3. FAN SPEED INDICATOR -
Shows current fan speed setting: low, 
medium, high or turbo speed.

4. AUTO MODE - The unit is set to default 
to automatic operation when it is fi rst 
turned on. Air purity sensor monitors 
the air and automatically adjusts the 
fan speed to keep your air purifi ed. To 
go back to auto at any time, press “–” 
several times until auto lights up.

5. PLASMATRUE™ TECHNOLOGY - 
Safely removes airborne pollutants at 
the molecular level instantly neutralizing 
viruses and bacteria in the air. Light 
indicators show PlasmaTRUE™ 
Technology in action!

6. CARBON FILTER
CHANGE INDICATOR - The red 
indicator light will signal when to replace 
fi lter. (Recommended to replace fi lter 
every three months under normal usage
conditions.) For replacement fi lters, see 
page 4. 

7. TRUE HEPA FILTER CHANGE
INDICATOR - Green, yellow and red 
light indicate when to replace fi lter. The 
red indicator lights will signal when to 
replace fi lter. (Recommended to replace 
fi lter every twelve months under normal 
usage conditions.) For replacement 
fi lters, see page 4. 

8. POWER BUTTON - This unit is set to 
default to automatic operation when 
it is fi rst turned on. The air purifi er will 
automatically sense the amount of 
impurities in the air, and adjust the fan 
speed accordingly.

6 7

AP-230PH_AP-300PH_ 869011_032211.indd   6-7AP-230PH_AP-300PH_ 869011_032211.indd   6-7 3/22/11   11:46 AM3/22/11   11:46 AM



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo true
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


